Series C

Type FD Thermal-Magnetic Circuit Breakers with Non-Interchangeable Trip Units
(Includes Terminals on Load End Only)

277 Vac Maximum, 125 Vdc 600 Vac Maximum, 250 Vdc

35 kAIC at 277 Vac 35 kAIC at 480 Vac

Single-Pole Two-Pole Three-Pole Four-Pole
Maximum Continuous Catalog Catalog Catalog Catalog
Ampere Rating at 40°C Number Number Number Number
01 FD1010 — — —
15 FD10152 FD2015 FD3015 FD4015
20 FD1020 2 FD2020 FD3020 FD4020
25 FD1025 FD2025 FD3025 FD4025
30 FD1030 FD2030 FD3030 FD4030
35 FD1035 FD2035 FD3035 FD4035
40 FD1040 FD2040 FD3040 FD4040
45 FD1045 FD2045 FD3045 FD4045
50 FD1050 FD2050 FD3050 FD4050
60 FD1060 FD2060 FD3060 FD4060
70 FD1070 FD2070 FD3070 FD4070
80 FD1080 FD2080 FD3080 FD4080
90 FD1090 FD2090 FD3090 FD4090
100 FD1100 FD2100 FD3100 FD4100
110 FD1110 FD2110 FD3110 FD4110
125 FD1125 FD2125 FD3125 FD4125
150 FD1150 FD2150 FD3150 FD4150
175 — FD2175 FD3175 FD4175
200 — FD2200 FD3200 FD4200
225 — FD2225 FD3225 FD4225

Notes

1 Not UL listed. 5 kAIC interrupting rating.
2 UL listed for SWD applications, see NEC Article 240.83(d).
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